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Single – phase isolation transformers  
 

2.4 Type TL 22.5 - 250 KVA vertical 
Corresponding to  VDE 0570 DIN EN 61558-2-4 
   VDE 0532 DIN EN 60076  
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Construction:  
Open transformer separate windings. Fixed with angle irons 
Type protection IP 00 suitable for installations up to IP 23. 
Corrosion protection via complete impregnation. Insulation class T40E. 
Connecting elements act in accordance with amperage and are either clamps bolts  
or copper taps. 
To achieve optimal efficiency we use low-loss steel-plates. The windings consist of high class enamelled 
copper wire of the classes of insulation F or H. Ambient temperature: 40°C. Assembling on horizontal faces 
applicable for protection class 1. 
 
More power constructions in cases other frequencies and modified ambient temperatures on request. 

  

Type Power *Uk *PFe *PCU Copper 

weight 

Total 

weight 
Dimensioning 

A B C D E F 

 KVA % W W kg kg Mm mm mm mm mm mm 

TL 22.5 22.5 4.3 123 923 18.5 100.0 320 280 475 196 214 13 

TL 25.5 25.5 4.0 123 902 24.6 106.0 320 280 475 196 214 13 

TL 28.0 28.0 4.4 134 1144 27.1 124.0 360 260 580 270 180 14 

TL 31.5 31.5 5.1 146 1474 23.4 128.0 360 270 580 270 190 14 

TL 35.5 35.5 4.8 163 1588 23.4 141.0 360 285 580 270 205 14 

TL 40.0 40.0 4.7 188 1791 26.4 167.0 400 285 660 300 215 18 

TL 45.0 45.0 4.5 195 1877 30.0 171.0 400 285 660 300 215 18 

TL 50.0 50.0 4.2 218 1926 31.7 188.0 400 300 660 300 230 18 

TL 63.0 63.0 3.9 244 2173 39.5 216.0 400 340 660 300 250 18 

TL 80.0 80.0 3.4 317 2426 48.3 284.0 480 370 750 360 250 18 

TL 100.0 100.0 3.1 359 2582 60.6 324.0 480 390 750 360 270 18 

TL 125.0 125.0 2.9 416 2833 74.0 373.0 480 420 750 360 295 18 

TL 160.0 160.0 3.2 541 3450 95.5 484.0 600 440 810 450 275 18 

TL 200.0 200.0 4.4 526 4836 124.4 562.0 600 470 810 450 300 18 

TL 250.0 250.0 3.8 611 5070 137.3 693.0 600 540 810 450 360 18 
*see technical annotations 17.1 

  


