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The Transformer Program CATALOGOUE 2018 

 
 
Three – phase transformers 
 

5.2 Type DTL 0.2 - 20 KVA horizontal 
 
Corresponding to VDE 0570/ DIN EN 61558-2-1 
DIN EN 61558-2-4 DIN EN 61558-2-6 
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Construction:  
Open transformers separate windings. Type protection IP 00 suitable for installations up to IP 23. 
Corrosion protection via complete impregnation. Max. ambient temperature 40° C 
Insulation class „E“.  
 

Type Power Design 
size 

Copper 
weight 

Total 
weight 

Dimensioning 

A B C D E F 

 KVA Core kg kg mm mm mm mm mm mm 

DTL 0.20 0.20 UI 75 1.4 4.2 156 150 85 140 100 5.8 

DTL 0.32 0.32 UI 75 1.6 5.8 156 150 100 140 100 5.8 

DTL 0.40 0.40 UI 75 1.6 5.8 156 150 100 140 100 5.8 

DTL 0.50 0.50 UI 90 1.8 6.5 206 180 92 184 120 8.0 

DTL 0.63 0.63 UI 90 2.2 8.5 206 180 102 184 120 8.0 

DTL 0.80 0.80 UI 90 2.9 10.4 206 180 112 184 120 8.0 

DTL 1.00 1.00 UI 114 3.4 14.0 254 228 104 228 152 7.0 

DTL 1.25 1.25 UI 114 4.9 15.5 254 228 104 228 152 7.0 

DTL 1.60 1.60 UI 120 5.8 19.0 290 240 117 258 160 10.0 

DTL 2.00 2.00 UI 120 6.9 23.0 290 240 132 258 160 10.0 

DTL 2.50 2.50 UI 132 8.5 30.0 290 264 141 258 176 10.0 

DTL 3.15 3.15 UI 150 12.0 42.0 330 300 147 298 200 10.0 

DTL 4.00 4.00 UI 150 13.0 46.0 330 300 160 298 200 10.0 

DTL 5.00 5.00 UI 180 15.0 51.0 394 360 153 358 240 10.0 

DTL 6.30 6.30 UI 180 18.0 60.0 394 360 168 358 240 10.0 

DTL 8.00 8.00 UI 210 25.0 73.0 452 420 163 408 280 12.0 

DTL 10.00 10.00 UI 210 26.0 74.0 452 420 163 408 280 12.0 

DTL 12.50 12.50 UI 210 33.0 91.0 452 420 173 408 280 12.0 

DTL 16.00 16.00 UI 210 38.0 115.0 452 420 203 408 280 12.0 

DTL 20.00 20.00 UI 210 42.0 141.0 452 420 233 408 280 12.0 
 
  


