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The Transformer Program CATALOGOUE 2018 

 
 
Transformers for medically used premises 
 

6.4 Type MDTG 0.2 - 4 KVA Three – phase in case 
 
Corresponding to VDE 0570/ DIN EN 61558-2-15 
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Construction:  
Open transformer separate windings. Type protection IP 23. 
Corrosion protection via complete impregnation. Max. ambient temperature 40° C 
Insulation class „E“.  
 
For medically used premises. Protection winding between primary and secondary.  
Including centre tapping. 
 
 
 

Type Power Design 
size 

Copper 
weight 

Total 
weight 

Dimensioning 

A B C 

 VA Core kg kg mm mm mm 
MDTG  0.20 200 3 UI 75 1.4 5.7 152 202 155 

MDTG  0.32 320 3 UI 75 1.6 7.3 152 202 155 

MDTG  0.40 400 3 UI 75 1.6 7.3 152 202 155 

MDTG  0.50 500 3 UI 90 1.8 8.0 152 202 155 

MDTG  0.80 800 3 UI 90 2.9 12.0 152 202 155 

MDTG  1.00 1000 3 UI 114 3.4 17.5 222 303 190 

MDTG  1.60 1600 3 UI 120 5.8 22.5 222 303 190 

MDTG  2.00 2000 3 UI 120 6.9 26.5 222 303 190 

MDTG  3.15 3150 3 UI 150 12.0 47.4 302 303 220 

MDTG  4.00 4000 3 UI 150 13.0 51.5 302 303 220 
 
  


