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DC-USV COMPETENT- COSMO  
 

10.5 DC-USV COMPETENT- COSMO 27 V / 2.2 A 
 
Compact UPS – contains power supply unit charging device and DC-UPS-module 
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DC-USV-Modul

Cosmo  27 V 2,2 A

     
 
 
•Far range input 95 – 265 VAC / 45 – 63 Hz  • Standard CE-standard EN 61000-4-2 3 4 5 
• Adjustable output voltage       EN 610003-2A 
• Adjustable charge current    • Compact case on cap rail 
• Load-dependent deep discharge protection  • Message outputs 
• Integrated automatic battery exercise test  • ta 45°C (ideal for battery 25°C) 
• Reliability corresponding to    • Push terminals and screw-type terminals 
  VDE 0805/ EN 60950/ IEC 950 
• Fitted with noise suppression corresponding to  • Weight ca. 0.7 kg 
  EN 55022 Class B 
 
 
Technical data 
Input 
Nominal voltage   115 / 230 VAC 45 – 63 Hz 
Input voltage range   95 VAC – 265 VAC 
Input current     max. 0.6 A 
Reliability     VDE 0805/ EN 60950/ IEC 60950 
Protection class    Class I 
Type protection    IP 20 
 
Output 
Output voltage     26.2 VDC – 27.6 VDC ± 1 % 
Output power     2.2 A (complete current = load * charge current) 
Current limiting battery    2.2 A Hicc up 
     120 – 350 mA adjustable 
Battery test     Cycle 10 sec/ length 150 msec 
Efficiency     typ. 88 % 
Temperature range    0°C – 45°C at free convection 
Relative air humidity    95 % non-condensing  


