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11. Toroidal regulator transformer 
 

11.1 Type RV Single – phase with economy winding fractional casting 
 
Corresponding to VDE 0570 DIN EN 61558 

 

         
 
 
 

Outline  
drawing 

Image Dimensioning 

No.  a b c d d1 e f G h i 
  mm mm mm mm mm mm mm mm mm mm 

1 6.4 50 37 79 - - 67  6 - - 
2 6.5 50 37 79 26 - 71 M6 6 - - 
3 6.4 50 37 79 - - 72  6 - - 
4 6.5 50 37 79 26 - 76 M6 6 - - 
5 6.4 55 43 88 - - 72  6 - - 
6 6.5 55 43 88 26 - 76 M6 6 - - 
7 6.4 55 43 88 - - 77  6 - - 
8 6.5 55 43 88 26 - 81 M6 6 - - 
9 6.4 55 43 88 - - 81  6 - - 

10 6.5 55 43 88 26 - 86 M6 6 - - 
11 6.4 55 43 88 - - 87  6 - - 
12 6.5 55 43 88 26 - 91 M6 6 - - 
13 6.4 62 55 106 - - 78  6 - - 
14 6.5 62 55 106 26 - 86 M6 6 - - 
15 6.4 62 55 106 - - 93  6 - - 
16 6.5 62 55 106 26 - 101 M6 6 - - 
17 6.6 72 55 125 100 80 130 M6 10 66 82 
18 6.6 84 69 149 100 80 111 M6 10 76 92 
19 6.6 84 69 149 100 80 116 M6 10 76 92 
20 6.6 84 69 149 100 80 121 M6 10 76 92 
21 6.6 90 83 166 95 - 129 M6 10 - - 
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Toroidal regulator transformer 
 
Type RV Single – phase with economy winding fractional casting 
 
 
Input 
230 V 
Output 
0 - 230 V 

Input 
230 V 
Output 
0 - 260 V 

Input 
400 V 
Output 
0 - 400 V 

 Outline 
Drawing 

Type* Current Type* Current Type* Current Design 
size 

Copper 
weight 

Total 
weight 

No. 

 A  A  A  kg kg  

RV230/1-Z 1.00 — — — — G0045 0.04 1.25 1 

RV230/1-3 1.00 — — — — G0045 0.04 1.25 2 

RV230/125-Z 1.25 RV260/08-Z 0.8 — — G0050 0.05 1.35 3 

RV230/125-3 1.25 RV260/08-3 0.8 — — G0050 005 1.35 4 

— — RV260/125-Z 1.25 — — G050 0.08 1.65 5 

— — RV260/125-3 1.25 — — G050 0.08 1.65 6 

RV230/160-Z 1.60 RV260/14-Z 1.40 — — G055 0.15 1.85 7 

RV230/160-3 1.60 RV260/14-3 1.40 — — G055 0.15 1.85 8 

RV230/2-Z 2.00 RV260/16-Z 1.60 — — G060 0.17 2.05 9 

RV230/2-3 2.00 RV260/16-3 1.60 — — G060 0.17 2.05 10 

RV230/25-Z 2.50 RV260/2-Z 2.00 — — G065 0.18 2.20 11 

RV230/25-3 2.50 RV260/2-3 2.00 — — G065 0.18 2.20 12 

RV230/3-Z 3.00 RV260/25-Z 2.50 — — G55 0.25 2.90 13 

RV230/3-3 3.00 RV260/25-3 2.50 — — G55 0.25 2.90 14 

RV230/45-Z 4.50 RV260/3-Z 3.00 — — G70 0.32 3.60 15 

RV230/45-3 4.50 RV260/3-3 3.00 — — G70 0.32 3.60 16 

RV230/63-3 6.30 RV260/45-3 4.50 RV400/2-3 2.00 G180 0.50 4.95 17 

RV230/8-3 8.00 — — RV400/25-3 2.50 G260 0.77 4.95 18 

— — RV260/63-3 6.30 RV400/3-3 3.00 G265 0.82 6.00 19 

RV230/10-3 10.00 RV260/8-3 8.00 RV400/4-3 4.00 G270 0.86 6.45 20 

RV230/12-3 12.00 RV260/10-3 10.00 RV400/5-3 5.00 G375 1.52 8.90 21 
 
*  -Z: Central fixture 
    -3: 3- point fixture 
 
 
 
Toroidal regulator transformers are used for continuous tension regulation in industry and laboratories. 
Fractional casting construction with plug-in axle. Strong composition ease of assembly contact arm with roller. 
Several variable transformers may be belted by the same axis so all the units are simultaneously operable. Via 
series connection higher voltages may be controlled than single transformers allow. An increase in output is 
achieved by parallel arrangement.  


