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12.2 Type KDD  Three - phase mains commutating choke  
 
 
 

   
 

 
 
Construction:  
Mains voltage 400 V Uk = 4 % 
Frequency 50 … 400 Hz 
Type protection IP 00 suitable for installations up to IP 23. VBG 4 
Fixed with angle irons 
Corrosion protection via complete impregnation 
Connecting elements comply with amperage. Up to 160 A clamp terminal more than 160 A  
CU - connecting links. 

 

Type Nominal  
Current 

Copper 
weight 

Total 
Weight 

Dimensioning 

A B C D E F G ø 

 A kg kg mm mm mm mm mm mm mm mm 

BV4004-0040 40 1.9 6.0 180 166 75 136 56 190 110 7 

BV4004-0050 50 2.0 8.6 180 166 85 136 66 190 120 7 

BV4004-0061 61 2.5 10.0 180 166 95 136 76 190 130 7 

BV4004-0080 80 4.3 13.0 210 185 97 175 57 215 130 7 

BV4004-0100 100 4.2 15.0 210 185 115 175 95 215 150 7 

BV4004-0125 125 5.3 19.5 240 220 101 185 81 255 150 10 

BV4004-0160 160 7.1 22.0 240 220 111 185 91 255 160 10 

BV4004-0200 200 7.6 27.0 240 220 121 185 101 255 170 10 

BV4004-0250 250 10.8 34.0 300 280 122 224 94 310 180 10 

BV4004-0315 315 13.7 42.0 300 280 135 224 107 301 195 10 

BV4004-0400 400 17.4 50.0 300 280 147 224 119 310 210 10 

BV4004-0500 500 20.6 65.0 360 345 156 264 128 375 210 10 
 
  


