
 

 
Subject to alterations, state 02/2018         page 48 of 90 

 

The Transformer Program CATALOGOUE 2018 

 
 
Toroidal regulator transformer 
 

11.2 Type RGE Single – phase with separate windings 

 
 
Outline 
drawing 

Image Dimensioning 

No.  a b c d E f G 
  mm mm mm mm mm mm Mm 

22 8.2 95 86 168 100 125 M6 10 
23 8.2 95 86 168 100 130 M6 10 
24 8.2 95 86 168 100 140 M6 10 
25 8.2 95 86 168 100 145 M6 10 
26 8.2 95 86 168 100 150 M6 10 
27 8.2 95 86 168 100 155 M6 10 
28 8.2 95 86 168 100 160 M6 10 
29 8.3 148 92 305 160 165 M6 10 
30 8.3 148 92 305 160 170 M6 10 
31 8.3 148 92 305 160 170 M6 10 
32 8.3 150 92 320 160 165 M6 10 
33 8.3 150 92 320 160 170 M6 10 
34 8.3 150 92 326 160 175 M6 10 

 
Input 
230 V 
Output 
0 - 230 V 

Input 
230 V 
Output 
0 - 260 V 

Input 
230 V 
Output 
0 - 300 V 

 Outline 
drawing 

Type Current Type Current No. Current Design 
size 

Copper 
weight 

Total 
weight 

No. 

 A  A  A  kg kg  
RGE230/25 2.50 RGE260/2 3.00 22 1.6 P261 1.27 7.3 22 
RGE230/315 3.15 RGE260/25 2.50 23 3.2 P266 1.47 8.1 23 
RGE230/4 4.00 RGE260/315 3.15 24 2.5 P276 1.84 8.5 24 
RGE230/5 5.00 - - 25 3.0 P281 2.01 9.2 25 
- - RGE260/4 4.00 26 - P286 2.22 9.7 26 
- - RGE260/5 5.00 27 4.0 P291 2.48 10.1 27 
RGE230/63 6.30 - - 28 - P296 2.64 10.6 28 
- - RGE260/8 8.00 29 6.3 G3266 5.72 17.6 29 
RGE230/10 10.00 - - 30 - G3171 7.30 18.8 30 
- - - - 31 8.0 G3271 6.67 19.8 31 
RGE230/12 15.02 RGE230/10 10.00 32 - G4066 7.60 21.5 32 
- - RGE230/12 12.00 33 10.0 G4071 9.40 23.6 33 
RGE230/16 16.00 - - 34 - G4067A 9.90 26.0 34 

3- point fixture. Construction with 
screwed connection, bow collector on 
the face side at design sizes P261-
P296, shell side at design sizes G3266-
G4076A, proof voltage 4kV, suitable for 
installations corresponding to protection 
class II. 


